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1.

General Information

This Installation and Maintenance manual:

is to be regarded as part of the burner and must always be kept near
the installation site.

is intended for use by authorised personnel.
must be read prior to installation.

must be observed by all who work with the burner and associated
system components.

work with the burner may only be carried out by certi ed installers/
personnel.

Enertech AB is not liable for any typographical errors and reserves the right
to make design changes without prior notice.

Safety instructions

The burner may only be used for its intended purpose in accordance
with the product’s technical data.

The burner may only be installed and operated by authorised
personnel.

The product is packaged to prevent damage from occurring during
handling. Handle the product with care. Lifting equipment must be
used to lift larger packages.

The products must be transported/stored on a level surface in a dry
environment, max. 80% relative humidity, no condensation.
Temperature -20 to +60 °C.

Check that the burner is compatible with the boiler’s output range.

All components must be installed without being bent, twisted or
subjected to mechanical or thermal forces which can affect the
components.

The burner must be installed so that it complies with local regulations
for re safety, electrical safety, and fuel distribution.

The gas outlet from the pressure regulator shall be con gured in
accordance with applicable regulations and lead to a safe area.

Make sure when installing the equipment that there is enough space to
service the burner.

Permitted temperature during operation -10 to +60 °C. Max 80%
relative humidity, no condensation.

The installer must ensure that the room has adequate air supply.

The room must comply with local regulations pertaining to its intended
use.

The installation site must be free of chemicals.
Burner pipes, fan wheels and air dampers may contain sharp edges.

The surface temperature of the burner’s components can exceed
60 °C.

Caution: The burner has moving parts, and there is risk of crushing
injuries.

Bentone
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» The electrical installation must be professionally carried out in
accordance with applicable high voltage regulations, as per Enertech’s
recommendations.

» Before servicing, shut off the fuel supply and turn off the power to the
burner.

« Seal inspections must be performed during installation and servicing to
prevent gas leakage.

« Care should be taken by the installer to ensure that no electrical cables
or fuel lines are crushed or otherwise damaged during installation or
servicing.

« If the boiler is equipped with an access hatch, this must be equipped
with a hatch opening switch connected to the burner's safety system.

* When in operation, the burner’s noise level can exceed 85 dBA.

Use hearing protection.

e The burner must not be put into operation without proper safety and

protection devices.

* A Class BE re extinguisher is recommended.

 ltis forbidden to alter thedesign or use accessories which have not
been approved by Enertech in writing.

« Prior to operation, the following points must be checked:

- tting and installation work has been completed and approved

- electrical installation has been correctly performed

- ue gas ducts and combustion air ducts are not blocked

- all actuators and control and safety devices are in working order and
correctly set

Actions to take if you smell gas

Turn off the equipment and the boiler. Open windows and doors. Prevent
open ames or sparking, e.g. do not turn lights on or off, do not use any
electrical appliances, do not use mobile phones. Open windows and doors.
Close the gas ball valve. Warn residents; do not use doorbells. Evacuate
the building. Notify the installer or gas supplier once the building has been
evacuated.
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Burner servicing schedule

Servicing must be carried out once a year or after 3 000 hours of operation.

Burner

Inspection of electrical installation
Leakage check

Filter

Electrodes
Brake disc
Motor

Fan wheel

1 year
1 year
1 year
1 year replacement at p>10 mbar

Replacement/Cleaning 1 year
Replacement/Cleaning 1 year
1 year

1 Year

Replacement when cleaning
needed/imbalance

Component replacement intervals

Control system

Valve control system
Pressure switch

Ignition system with ame guard
UV ame sensor

Gas pressure regulators

Gas valve without seal testing
Gas valve with seal testing
Gas pressure switch

Safety blow-off system
Damper motor

Contactor

>
&«

Delivery check

10 years
10 years
10 years
10 years
10 000 hrs
15 years
10 years
Replacement upon fault detection
10 years
10 years
N/A
10 years

* Make sure everything is delivered and the goods have not been

damaged during transit.

 If something is wrong with a delivery, report it to the supplier.

» Transport damage must be reported to the shipping company.

Bentone

3000 hrs
3000 hrs

3000 hrs

3000 hrs replacement at

p>10 mbar
Replacement/Cleaning 3 000 hrs
Replacement/Cleaning 3 000 hrs

3000 hrs

3000 hrs
Replacement when cleaning
needed/imbalance

250 000 starts
250 000 starts
250 000 starts
250 000 starts
N/A

N/A

250 000 starts

N/A

250 000 starts
N/A
500 000 starts
500 000 starts

The burner and its components must be recycled according to applicable regulations.




2. Technical data

The burner is intended for use with:
« Hot water boilers

e Steam boilers

e Industrial applications

2.1 Dimensions BG 400 M-J/K-IP40

¢ Gas connection ¥2-2".

R e 1

Length of burner Flange Burner tube Burner tube
tube measure A measure B measure C
Standard 1 172 157 2140 2110
BG 400
Standard 2 272 257 2140 2110

BG 400 112 403 200 249 *394 181 *583

* The above measurements are maximum measurements. The measurements may vary depending on which components are used.

** Minimum recommended measurements to the oor.

35 380 300 155 32

172 525 24-2 2021-05-03
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2.1.1 Measurements for connection to the boiler _ .
v ~ AN
A &
BG 400 M10 @175-240 9145 (***115) / \
I |
***\Measurements when installing burner tubes from inside the boiler. '\ _ _ I'
\ /
N AN

2.2 Capacity range

Capacity kW Gas quantity Gas quantity Max. Min connection

at min. power at max. power connection pressure mbar
Nm 3/h %) Nm 3/h %) pressure
mbar

BG 400-2, BG 400 M

G20 61-325 6.4 34,2 360

G25 61-310 7.4 37,8 360 e
G30 61-350 1,9 10,5 360

G31 61-340 25 14,2 360

1) Lower heat value Hu at normal state 15°C and 1013.25 mbar EN676

Grade of gas KWh/Nm? MJ/Nm? kcal/Nm?

Natural gas G20 9.5 34.02 8126

Natural gas  G25 8.2 29.25 6986

Butane G30 32.5 116.09 27728

Propane G31 24.6 88.00 21019

Gas quantity and capacity vary according to grade of gas and connection
pressure.

2.3 Gas categories approved gases
Only the use of dry gas is permitted..

Category Country of destination Supply pressure
AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, Fl, FR, GB, GR, HR, HU, |IE
Il5r3r 20 mbar
IS, IT, LT, LU, LV, MK, MT, NL, NO, PL, PT, RO, RS, SE, SI, SK, TR
||2H3B/p AT, CH, CY, DK, FI, LT, RO, SE, SK 20 mbar
IIZH3P GB, IE 20 mbar
”2L3B/P NL, RO 20 mbar
II2E3B/P PL 20 mbar =
bems  BE 20 mbar ]
l3p BE 20 mbar 8
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2.4 Working area

G20 61-325 kW

mbar = = = = = = = G25 61-310 kW
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2.5 Electrical speci cation EN 60335-2-102

The burner meets Electrical enclosure class 1P40

Type BG 400
Motor 250w 230V 1.7A 50Hz
Recommended main fuse

C10A
motor
Operating supply 230V 2.2A 50Hz
Sound 85 dBA + 0.5 dBA

Measures according to EN 3746:2010

Option 1 The burner’s noise level can be reduced by equipping a sound
damper. Installation must not affect the air supply to the burner.

Option 2 The burner’s noise level can be reduced by connecting the burner’s
air intake to an air duct with a suitable purge point. Installation must
not affect the air supply to the burner.
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2.6 Description

Components

1.

Bentone
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Electrical panel 2
Damper motor
Nozzle control
Flame cone
Inspection cover

Air pressure monitor

Connection gas xture

10.
11.

12.
13.

Gas pressure switch,
Min.

MultiBloc

VPS / Leakage control

Gas pressure switch,
Max.

Air damper

Ignition electrode

Brake disc

Nozzle

lonisation electrode
Transformer

Motor

Fan wheel

Air intake




e o

PP

[ ] ]
Stee
56

=0

)

L

21. Main switch

22. Electrical panel 1

23. Indicator light triggered relay
/reset relay

24. Indicator lamp operation
25. Operating switch
26. Automatic/Manual mode

27. Increasel/decrease

Bentone 11
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3. General instructions

3.1 General instructions

The installation of the gas burner must be carried out in accordance with
current regulations and standards. The installers of gas burners should
therefore be acquainted with all regulations and ensure that the installation
complies with the requirements. The installation, mounting and adjustment
should be made with the greatest care and only the correct gas should be
used.

3.2 Installation and maintenance
instructions

The maintenance instructions supplied with the burner must be kept at an
easily accessible location in the boiler room.

3.3 Instructions

The user should be thoroughly in-structed in the function of the gas burner
and the whole installation. The supplier must instruct the user.

3.4 Inspection and maintenance

The unit must be serviced and maintained at the interval speci ed in the
service schedule. If the burner is in a dirty environment, service should be
done at more frequent intervals than speci ed.

3.5 Startup

After the burner has been tted to the boiler and the electric connection, the
leakage control, the venting and the electric function test have been carried
out, the burner will be ready for start-up.

Howerer, study the sections dealing with adjustments of multi-bloc,
combustion air and combustion head. Open the ball valve and switch on the
main switch. If the burner starts the actual adjustment can be made.

3.6 Commissioning of installation

Control of the combustion. The combustion quality is checked by means
of a ue gas analysis device. Adjust the burner to appr. 20% excess air in
accordance with the table. Check the ue gas temperature. Calculate the
ef ciency. Check also the actual gas volume on the gas meter so that the
correct input is achieved.

Bentone
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4. Installation
4.1 Delivery check

Check that all has been delivered and that the goods have not been
damaged during transport. If that is not the case, please notify the delivery
company. Transport damages should be reported to the forwarding agency.

4.2 Preparations for installation

Check that the measurements and capacity range of the burner are
compatible with the boiler. The power ratings on the type plate refer to the
min. and max. power of the burner.

4.3 Gas supply

For good operating safety, it is important that the gas supply system is

installed correctly.

Consider the following:

1.  Check that the burner is approved for the gas quality of the installation.
If not, please contact the supplier.

2. Check that the gas components of the burner are approved for
indicated gas pressure.

3. The gas supply system should be installed in accordance with current
standards.

4. Pipe lines should be run so that service on boiler and burner is
facilitated.

5.  Pipe lines should be run so that eventual contaminants cannot come
into contact with the gas components.

6. Gas discharge system must be installed prior to local regulations.

4.4 Electric connection

Before starting the electric installation, the main switch must be turned off.
If the boiler has a 7-pole and a 4-pole Eurostecker connector, these usually
t directly to the burner. If not, use the connectors included, (see connection
under Electric equipment).

4.5 Setting brake plate and air ow

Before the placing into service, the burner should be initially set according to
diagram, (see Basic settings). Note that it is only a basic setting which should
be adjusted once the burner has been started.

I If an electric connection other than the one recommended by Enertech is used, a
risk of damage and injury can arise.

172 515 03-2
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4.6 Mounting on the boiler

Remove the combustion unit from the burner. Fit the enclosed ange and
gasket to the boiler. If new xing holes must be drilled, use the xing ange
as a pattern.

Removal of valve unit from burner
Remove the plug-in contact from the multi-bloc. Loosen the union nut.

Removal of fan house unit from burner.

Remove the screws (A). Swing out the fan housing. Remove the ionisation
and ignition wires from the electrodes. Remove the bolt (B) on the spectacle
ange. Lift away the fan housing.

Installation example

Connect the gas to the burner by means of the ball valve. Ensure that
the union nut, ball valve and tubing make it easy to remove the burner for
inspection and service.

I Check the gas tightness.

Bentone
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4.7 Inspection of gas nozzle before
commissioning

General rules
Care should be taken by the installer to ensure that no electrical cables
or fuel/gas pipes are trapped or damaged during installation or service/

maintenance. If the burner is
directly connected,

Gas nozzle = ensure that all

Check that the ignition and ionisation electrodes are correctly set. In
the gure (see the gas nozzle chapter), the dimensions are speci ed for
adjustment of the ignition and ionisation electrodes.

components on
the burner are
without power.

Gas quality
Ensure that the burner head is meant for the gas quality to be used (see
capter gas nozzle).

De-aerating

De-aerating of the gas line is conducted, for example, by unscrewing
the screw on the measuring nipple for the connection pressure. Connect
a plastic hose and release the gas in a safe place. Once de-aerating is
completed, be sure to re t the screw on the measuring nipple.

Leakage control

When making a leakage control of the gas supply system the solenoid valve
should be closed. Connect a pressure gauge to the test nipple Pa, see g.
The test pressure in the system should be 1,5x max. inlet pressure or min.
150 mbar. If any leakage, locate the source by means of soapy water or a
leak location spray. After tightening repeat the test.

Electric function test:

Ensure that phase and neutral are not reversed. The gas shut-off cock
should be closed.To prevent the gas pressure switch from locking out it
should be linked temporarily.

After the main switch has been switched on and the thermostats have been
adjusted the pre-purging period begins (30-35sec.). At the end of this period
the pre-ignition period starts (0,5-2,5 sec. dependent on the design of the
gas control). The gas valve is energized and opens and ame is established. <
At the end of the safety time (2-3 sec.) the gas control locks out. The
solenoid valve and the motor will be "dead". Remove the link from the gas
pressure switch after the test is nished.

Note on 2-stage and modulating burners that during the pre-purging period
the damper opens to the set value for air on stage 2 and just before the
end of the pre-purging period it goes down to the air setting for stage 1. On
some burners under 350kW the pre-purging mainly takes place with the air
damper set for stage 1.

17251508 2018-01-02
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4.8 Gas nozzle
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4.9 Setting Damper motor, modulating operation

Air adjustment

The damper motor rotates the air damper between three
preset positions: completely closed, low load and high
load. These positions are controlled in the motor by
colored cam discs:

» Orange cam disc is adjusted for low load (approx.
5-10°).

» Red cam disc is adjusted for high load (approx.
90°).

» Blue cam disc is factory set for closed air damper
during standstill.

» Black cam disc has no function during sliding and
modulating operation.

Setting amount of gas

» Before starting the burner, vent the line so that gas
is safely available at the multi-block.

» Connect a manometer for measuring outlet
pressure (PBr).

» Set the control switch to the MAN position.

» Set gas pressure switch min and air pressure
switch in position MIN and (if mounted) gas
pressure switch mex ir rRasitie X,

Solenoid valve High load (black)

High load (red)

Low load (orange)

Closed air damper (blue)

Start burner. If no ame is formed and the
manometer does not give a reading, adjust the
amount of gas by increasing with screw N on the
multi-block. Check combustion values.

Set high load by pressing "+” control switch
(increase). Adjust the amount of gas with screw
V on the multi-block and check the combustion
values.

Return to low load "-", check combustion value
and adjust if necessary.

If necessary, repeat the setting on low (N) and high
load (V).

Adjust the orange and red cam discs to obtain the
desired effect on low and high loads. Check the
amount of gas on the system’s gas meter.

Adjust air and gas pressure switches after
adjustment, see special instructions.

Set the control switch to the AUTO position.

Release

By pressing the button, the motor is disengaged and the
air damper can be turned. The function is used when
servicing air dampers.

Release button

172515 15-2 2021-05-03

17

Bentone




5. Setting the burner
5.1 Setting the brake plate

- Loosen the screw on the lever.

Setting the brake plate

- Small column: turn the knob left.
- Large column: turn the knob right.

Setting the brake plate position affects air ow. Therefore, it
is always necessary to ne-tune air ow using the burner’s
air ow regulator.

5.2 Checking the combustion
head

Check the combustion head, brake plate and electrodes as
follows:

Loosen the nuts (a). Swing the burner out.

Remove the screw (b) and knob for setting the combustion
head. Loosen the xing screw (c) until the burner insert is
released.

Pull out the insert from the gas manifold.

Combustion head

172 525 09



General instructions

The gas ring system must be installed in accordance
with applicable regulations and directives. The supplier/
installer of such systems therefore has a duty to
understand all applicable regulations in order to ensure
that the installation complies with national requirements.
The installation, mounting and initial adjustments must
be carried out with the utmost care, and only gas
intended for the gas burner may be used.

User manual

The installation and maintenance instructions supplied
with the burner must be kept at an easily accessible
location in the boiler room.

Instructions

The user must be comprehensively instructed in the
operation of the gas burner and entire system. It is the
responsibility of the supplier to instruct the user.

Inspection and maintenance

Inspection as needed, preferably daily. Maintenance per
service schedule.

Start-up

Once the burner is mounted to the boiler, the electrical
connection is complete, the gas piping is seal-tested and
vented, and the electrical function test has been carried
out, the burner is ready for start-up.

However, read through the sections on setting the gas
piping, combustion air and combustion heads.

Open the ball valve and close the main switch. If the
burner starts, initial adjustments can be carried out.

Setting the combustion head

The burner is equipped with a lever that changes the
position of the brake plate in the combustion head.
This is used to set the correct pressure drop across
the combustion assembly and thereby obtain good
combustion without pulsation.

The position to be used depends on, among other
things, the ring output and overpressure in the boiler.

A general rule of thumb is that the smaller the capacity,
the smaller the column should be between the brake
plate and the combustion assembly.

Fine-tuning the system

Checking the combustion. Checking the quality of

the combustion is done using a ue gas analyser.

Set the burner to about 20% excess air according to
the adjacent table. Check the ue gas temperature.
Calculate the combustion ef ciency. Also check the
current volume of gas on the gas meter to ensure that
the correct ring output is achieved.

Servicing

The person/company carrying out service and
maintenance on the burner must be authorised to do so.
If components need to be replaced, the replacements
must be of the same make and type and be approved
according to national regulations. If the burner is to be
used for a different grade of gas, readjustment must be
carried out.

Gas quality | CQ% 0,% max. CO,%
lambda 1,2

Natural gas | 10,0 4+1 11,9

Propane/ 115 4+1 13,9

LPG




5.3 Setting the air pressure switch

The air pressure switch should block the burner if the air volume supplied
for combustion is insuf cient. The air pressure switch must be set so that,
in the event of incorrect air supply at the burner’s max. or min. capacity, it
reacts before the monitored pressure falls excessively and results in poor
combustion.

Setting range approx.:
LGW 10 1-10 mbar
LGW 50 2,5-50 mbar

Setting the air pressure switch

1. Remove the protective cover, screw ().

Be careful when adjusting the air pressure switch;
it contains a live component.

Start the burner.

3. Carefully turn the scale on the air pressure switch clockwise until the air
pressure switch stops the burner.Is the tolerance on the scale for
the air pressure switch minimum approx. +15%?

4.  Tryto nd the pressure at which the burner stops for both the minimum
and maximum output by turning the scale. Make a note of the values
and then set the air pressure switch on the basis of the highest
pressure noted at which the burner stopped.

5. The air pressure switch should be set to a pressure approx. 10-15%
lower than the highest noted pressure at which the burner stopped.

6.  After setting the air pressure switch, repeat start-up several times and
run through the burner’s set output range several times. This is to
ensure that the burner functions reliably. If breakdowns or interruptions
occur, the setting of the air pressure switch is probably too narrow.

7.  Fit the protective cover, screw (Y).



5.4 Setting the min. gas pressure
switch

The min. gas pressure switch should react to a burner connection pressure
that is too low and, in such cases, prevent the burner from starting. If the
connection pressure to the burner is too low during operation, the min. gas
pressure switch should stop the burner. The burner can start again once
the connection pressure has risen above the pressure set for the min. gas
pressure switch.

Setting the min. gas pressure switch

Remove the protective cover, screw (Y).

2. Open the pressure outlet (X) and connect a pressure gauge to measure
the connection pressure.

Start the burner.

Measure and make a note of the connection pressure to the burner
during normal operation at the highest output.

5. Based on the desired connection pressure, determine the connection
pressure at which the gas pressure switch should stop the burner. The
connection pressure at which the burner is stopped must be set to a
level that stops the burner before poor combustion occurs.

6.  Setthe min. gas pressure switch to this value by turning the scale.

Check the setting by carefully closing the ball valve while measuring the
connection pressure.

8.  When the min. gas pressure switch stops the burner, the value
measured should then approximately correspond to the setting on
the min. gas pressure switch. The tolerance on the scale for the gas
pressure switch minimum is approx. +15%.

9.  Open the ball valve.

10. Remove the pressure gauge and close the pressure outlet (X)

Check the gas tightness.

11. Fit the protective cover, screw (Y). @\



The burner is equipped with a max. gas pressure switch. It should block the
burner if the gas pressure exceeds the set value. Starting can then only take
place through a manual reset (burner control or gas pressure switch).

Setting the max. gas pressure switch

1. Remove the protective cover, screw (Y).

2. Open the pressure outlet and connect a pressure gauge to measure
the pressure downstream of the gas valve.

Connect the pressure gauge to the block (PBR or PA) or on the VPS
4.  Start the burner.

Measure and make a note of the highest pressure downstream of
the gas valve within the range of the set output when the burner is
operating under normal conditions.

6. Based on the highest pressure measured downstream of the gas
valve, the desired pressure at which the burner must be stopped is set
downstream of the gas valve.

7.  Setthe max. gas pressure switch to this value by turning the scale.
The tolerance on the scale for the max. gas pressure switch is approx.
+15%.

8.  Remove the pressure gauge and close the pressure outlet.
Fit the protective cover, screw (Y).

10. Alarm diode (2)

11. Alarm reset button (R)

Check the gas tightness.



5.6 Piping diagram

5a.

5b.

6a.

6b.

7.

8.

9.

10.

10

Multi Block

Ball valve

Filter

Pressure regulator

Pressure gauge with stop cock (optional extra)
Min. gas pressure switch

Max. gas pressure switch

Main valve, 2-way. For modulating operation, this valve is equipped for
ratio control.

Safety valve
Tightness check *
Control motor

Air pressure switch

Ventilation pipe for releasing gas

Pos. 5b, 7: Components not required as per EN 676.

* Required for over 1200 kW as per EN 676.

17252510



6. Multibloc MB-VEF 407-412

All gasline components shall be assembled and
mounted without bending, torque and outher
mechanical or thermal stress.

Check the lter at least
once a year!

6.6.1 Components

1.

S e

Electrical connection gas
pressure switch mini

Electrical connection gas valve
Pressure switch mini

Flange connection inlet

Filter

Data plate

10.

11.

Connection 1/8" P,

Adjustment screw V for ratio
P, P_(max. load)

Test point connection 1/8"
before V1 (before governor)

Adjustment screw for zero
point adjustment N (min. load)

Test point connection 1/8" P,

It is possible to connect a leakage control VPS 504 and a gas pressure
switch maxi.

1) NB. The impulse line B, can be replaced by an impulse ange on the
multibloc. The impulse line B is then placed inside this ange.

12.
13.
14.

15.

16.

Test point connection 1/8" B,
Flange connection, outlet

Test point connection 1/8" Pa
before V2 (after governor)

Indication of V1 and V2 in
operation (not standard)

O-ring

17251516 2018-01-03



6.6.2 Technical data

- Max inlet pressure 360 mbar

- Valves V1+V2 class A group 2 in accordance with
EN 161

- Governor class A group 2 in accordance with
EN88-1

- Ratio V PBr:PL 0,75:1-3:1
- Filter according to DIN 3386
- Ambient temperature -15°C- +70°C

6.6.3 Mounting instruction - impulse lines PL,PF
och PBr

Protection standard type IP54 (according to IEC

529, DIN 40050)

Gas family 1 +2 +3

Outlet pressure 0,5 - 100 mbar
Zero point adjustment N £2 mbar
Pressure switch DIN3398 TI

Fan pressure PL0,4-100 mbar
Fire room pressure PF -2 -+5mbar

Burner pressure PBr 0,5 - 100 mbar

- Impulse lines should preferably be made of steel. Inside diametre >g 4

mm (steel tube g 6/4).
- For P_other material can be used.
- Impulse lines R and P, are ready from factory.

- Impulse lines shall be mounted in such a way that no conden sate can
ow back into the multibloc. This is especially important when Pis

concerned.

- Impulse lines shall be mounted in such a way that they are protected

against rupture and damage.
- Impulse lines shall be as short as possible.

PBr
6.6.4 Adjustment possibilities
ﬁ Effective burner pressure
~ Pg, = Pg, - Py
Effective fan pressure
A
“P =P-P.
Adjustment range
N=+2
N=-2

=0,4 mbar

pL, min

+N
~
6y
/1
AN -N
e
Ny Q/\(o
/.\' 7
7
Q2
MB-VEF
Adjustment range
~ oy
/‘/b. 4//» /\CD'\’
AN //Q\
N\

P

L

P, max. = 100 mbar

pBr, min =0,5 mbar

P, max. = 100 mbar



6.6.5 Pressure taps

gN L {&

1,3,4,5 G 1/8 screwed sealing plug
2 Measuring nozzle

6,7,8 G 1/8 female thread for pL ,pF ,pBr pulse
lines

6.6.6 Electrical connection

S 10/S 30

4

pa

Q
1

5
min. 5 x DN
})—'—

! Pg,» extern
gl PN1, DN 4




7. Calculating the aeration time

Parameter 225 is used to set the aeration time.

Q = Burner output [kW]

X = Aeration time in seconds Industrial applications

The aeration time must correspond to at
least 5 full air circulations in the hearth and
connected spaces.

Calculation example:
Example A: V =2 m3 Q =200 kW
Example B: V =9.5m3 Q =500 kW

Example C: V =25 m3 Q =2200 kW

Exemple A X = V-5 2-5
= = 150 seconds
((Q - 1,2) / 3600) ((200 - 1,2)/3600)
Exemple B X = V-5 95-5
= = 285 seconds
((Q - 1,2)/ 3600) ((500 - 1,2)/3600)
V-5 255

170 seconds

ExempleC  X= ((Q - 1,2) / 3600) - ((2200 - 1,2)/3600)

17252511



7.1 Recommended excess air when
using default setting

Grade of gas Excess air ue gases Max. % COQ
% O, % CO, Lambda 1.2

Natural gas 3-5 10 11.9

Propane 3-5 11.5 13.9

Butane 3-5 11,5 14,1

7.2 Determining the gas quantity for
the system

The heat values indicated are normal values; the heat value varies according
to the origin of the gas. For more exact information on values, contact the
gas distributor.

Lower heat value Hu at normal state 15°C and 1013.25 mbar EN676

Grade of gas KWh/Nn# MJ/Nm? kcal/Nm?
Natural gas G20 9.5 34.02 8126
Natural gas  G25 8.2 29.25 6986
Propane G31 24.6 88.00 21019

Butane G30 325 116.09 27728



7.3 Example of how to calculate the
as guantity (natural gas G20):

Q= Boiler output [kW]

Ke Boiler ef ciency [%0]

Calculation example:
Q= 160 kW
H,= Example A: 34020 MJ/Nn?

Example B: 9.5 kWh/Nn#

Example C: 8126 kcal/Nn¥

K 90%
Example A = Q- 3600 160 - 3600
= 18.8 Nm %h

Vo H,- K 34020 - 0.90
ExampleB = 160

P 9 19 Nm %h
Vos H,- K 9.5-0.90
Example C 160

P = 9 = 19 Nm %h
Ve H,-0,00116 - K 8126 -0.00116 - 0.90

If the barometer reading (altitude), pressure and temperature of the gas
deviate signi cantly from normal values, this must be taken into account as
follows:

T = Temperature of gas at the gas meter [°C]
B = Barometer reading [mbar]
P = Pressure of gas at the gas meter [mbar]
f= Factor calculated for multiplication with ow in Nni/h to
arrive at actual ow in Nn¥/h.
V= Actual ow [m3/h]
273 B+P

273+T 101325



Calculation example:
T=15°C
B = 945 mbar

P =15 mbar

f = 273 945+15

. 0.90 Nm *h
273+15 1013.25

This means that the quantity of gas read from the gas meter should actually
be read off as 1.11 . the calculated ow in a normal state.

v o=y, f

v, =V, f = 188 . 090  17m%h
vV, =V, f = 19 . 090 17m¥h
V. = V. f = 19 . 090 17m¥h

7.4 Calculating the quantity of gas
supplied

The quantity of gas supplied can be calculated if the system is equipped with
a gas ow meter of some type. The procedure here is usually to measure
how long it takes for the burner to consume a certain quantity of gas.

To measure:

t = Time for a certain quantity of gas consumed by the burner.  [h]

M = Quantity of gas consumed. [nd]
V = Actual gas ow [m3/h]
V =
[m3/h]

Calculation example:
t=1min10s

M = 330 dm? (litre)

M = 330 = 0.33m?®
1000
t = 1 + 10 = 0.0194h
60 3600
\% = M = 0,33 17 m3h

t 0.0194



8. Service

Whoever carries out service and maintenance on the burner must be
authorised to do so. If components need to be replaced, the replacements
must be of the same make and type and be approved by the authorities. If
the burner is to be used for a different grade of gas, a new adjustment must
be carried out. If town gas is to be used, it is also necessary to convert the
combustion assembly; in some cases the multi-block or valves and gas train
may also need to be changed to a larger type.

8.1 Servicing the combustion assembly

Removal and installation

1. Switch off the main power supply and disconnect the Euro plugs from
the burner.

If the burner is directly connected, ensure that all
components on the burner are without power.

2. Remove the screws (A), turn off the burner Remove the ignition and
ionisation cables

3.  Check the combustion device’s position. Remove the screw (B) to
remove the adjustment device.

Remove the screw (C), remove the combustion device.

Check and clean the brake plate and gas inlet. If necessary, replace
the worn parts.

6.  Check the ignition electrode (see chapter Gas nozzle). Replace if
necessary.

7.  Check the ionisation electrode (see chapter Gas nozzle). Replace if
necessary.

8.  Fit the combustion assembly in reverse order.
Press the burner together and lock using the nuts (B).
10. Fit the Euro plugs and turn on the main power supply.

11. Check/adjust the combustion.

17261508
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8.2 Replacement of damper motor, air

Removal and installation

1.

© N o g bk~ N

10.
11.

12.

Break the main current and disconnect the Euro plugs from the burner.

If the burner is directly connected, ensure that all
components on the burner are without power.

Note the connection position of the cables on the damper motor.
Disconnect the damper motor cable from the damper motor.
Loosen the screws (G) to the damper motor mounting plate.
Decouple the damper motor and rotate to approx. 70°.

Lift up the damper motor.

Loosen the screw (H) and remove the damper from the motor shaft

Remove the screws (l) securing the damper motor to the mounting

plate. Releasing button

By pressing the button and snapping
it down, the motor will be released

and the damper can easily be
Mount the damper to the damper motor’s shaft. Ensure that the screw  tyrned. This function facilitates an

is perpendicular to the plane of the shaft. exchange of damper motor.

Remove the damper motor from the mounting plate (1).

Install the new damper motor on the mounting plate.

Re-install the damper motor and mounting plate on the air intake.
Ensure that the damper shaft and control arm are connected correctly.

Connect the damper motor cable.
Fit the Euro plugs and turn on the mains power.

Check/adjust the combustion.

N



The standard version of the burner is monitored according to the ionisation
principle. The ionisation current should be checked on initial start-up and at

each service visit.

The cause of low ionisation current can be leakage current, poor connection to
earth, fouling, or the angle of the ionisation electrode may need to be adjusted.
Occasionally, an incorrect gas/air mix may result in poor ionisation current.
lonisation current is measured using a micro ammeter (JA) connected in series
with the ionisation electrode and gas burner control. Connect the p ammeter
according to the diagram. The minimum required ionisation current is shown in
the table. In practice, this current must be signi cantly higher, preferably more
than 10 pA. Connection of the PA instrument is made easier by the fact that all
gas burners are equipped with a divisible ionisation cable.

Technical data
For continuous operation!

Idle voltage at ION-terminals

AC 330V

electric shock!

Protect the ionisation electrode from

Short-circuit current Max 0,5mA
Min. current for ame Min3 A
detection

Required current to ensure | Min 3 A
detection

Possible detection current Max 10 A

8.4 UV-5 (only intermittent operation)

This should not be exposed to temperatures higher than 60°C. The signal
running through the UV probe when it is illuminated cannot be measured. To

check the ame, perform the following:

The LEDs can show the ame strength in Control mode by pressing the reset
button for 3 seconds when the Flame LED ashes during start-up. In Control
mode, the Status LED shines yellow, the Fan LED ashes, and LEDs 2-6 show
the ame signal strength. Each LED corresponds to 20% of the total ame
signal. 5 lit LEDs correspond to 100% and 2 LEDs correspond to 40%.

BP...

24
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9. Handing over of the
installation

* Make repeated start attempts to ensure that the adjustments function.

» Close the ball valve during operation to check that the gas switch
switches off at the set value.

* Remove the hose for the air pressure switch to check that the burner
locks out.

» Check that all protective covers and measurement nipples are
mounted and fastened.

» Fill out necessary test reports.

 Instruct the persons in charge of the operation on the service and
maintenance of the installation and what to do should any troubles
occur.

 Inspection and service must be carried out by authorized personnel.

Review and service should be performed by
authorised personnel only.

10. Fault location,
functional troubles

Trouble free operation is dependent on three factors: electricity, gas and air
supply. Should there be any changes in the ratio between these three factors
there is a risk of break downs. It has been proved that most break downs

are caused by simple faults. Before calling the service engineer, the following
should therefore be checked:

 Is the gas cock open?
» Are all fuses in order and the current switched on?
e Are the thermostats correctly set?

» Are pressostats, overheating protection etc. in operating position and
not locked-out?

 Is the gas pressure suf cient?

 Is the gas burner control in start position?

» Has the gas control or the motor protector locked out? - Reset.
* Is the circulation pump in operation?

« Is there a supply of fresh air to the installation?

« If integral components are of a different make from what is stated in
this manual, see the enclosed loose-leaf.

172 615 04



11. Electric equipment
11.1 Safety system

Safety systems must be installed in accordance with regulations that are
applicable for the appliance. This may differ according to the process burner
are installed in to, see local regulations for information.

The cables of the safety system must be separated so that the outgoing
signal is not in the same cable as the incoming signal. Signals must be in
different harnesses for safety reasons.

Safety system as door switches, water level, pressure, temperature and
other safety limiters must be installed in safety loop according to process.

17261573
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Al
A2

A3

AL
Bl
F1
H1
M1
M2

S1
S3

Gas ring device-BP

Power control-
Min. - Max swith

Valve, leak tester,
Dungs VPS 504

Alarm

lonisation electrode
Fuse 6.3A

Lamp, low load
Burner motor

Damper motor

L&S SQN75.294A21B

Operating switch

Control thermostat

S4
S7
S8
S9
S10
S11

S12

S30
S31
T1
X1
X20

Temperature limiter Y1
Main switch Y2
Air pressure switch Y4

Min. gas pressure switch
Max. gas pressure switch

Change-over switch,
Aut.-Man.

Change-over switch,
Increase-Decrease

External reset
Manual reset
Ignition transformer
Connection block

Terminal block, burner

The system must be connected to mains and fused in accordance with
applicable regulations.

Solenoid valve 1
Solenoid valve 2

Solenoid valve, luft
(optional extra)



12.Control

12.1 Technical data

Pre purge tme (1)

Reaction time for low 1s 1s 1s
interrupt

Ambient temperature UV5 -20 to +60 °C -20 to +60 °C -20 to +60 °C
Max. current, other 1A 1A 1A
terminals

12.2 LED indicator lamps

BurnerPRO’s burner control has seven LEDs which indicate the operating
status of the control unit and the cause of the lockouts.

Each LED has an icon describing its function.

FAN Lights up when voltage is supplied to the fan motor (terminal 6)

OPEN DAMPER | Flashes when the damper motor runs to maximum position. When the switch for

6 the maximum damper motor position closes, this LED will light continuously.

CLOSE Flashes when the damper motor runs to minimum position. When the switch for the

DAMPER minimum damper motor position closes, this LED will light continuously.

5

AUTO Lights up when the Burner control is in normal operating mode.

4

IGNITION Indicates ignition

3

FLAME Lights up when a ame is detected by the ame detector.

2

ALARM/STATUS| In lockout mode, the Alarm lamp lights up and the other LEDs light up to indicate
lockout. Refer to “Fault codes”.

The LEDs can show the ame strength in Control mode by pressing the reset button for 3 seconds when the Flame
LED ashes during start-up. In Control mode, the Status LED shines yellow, the Fan LED ashes, and LEDs 2-6 show
the ame signal strength. Each LED corresponds to 20% of the total ame signal. 5 lit LEDs correspond to 100% and
2 LEDs correspond to 40%.

17261570  201022/1



10.

Operation
This is the control unit voltage supply.

System test

In this status mode, the control unit undergoes

an internal test to verify correct functionality of the
hardware and software.

Preconditions for burner start-up

The control unit veri es that the air pressure switch
is in the depressurised position and a test of the
fuel cut-off valve is carried out.

Heating requirement

The operating thermostat closes and voltage is
supplied to connection 5 so that the control unit
can start the burner.

Pre-purge begins

The control unit starts the fan.

Connections 6 and 7.

Damper motor opens

Control unit connection 9 sends a command to the
damper motor to run at Max. mode. The control
unit detects that the damper motor’s end position
switch indicates successful transition to the Max.
load mode by supplying voltage to the connection
8 input. The control unit also performs a test

to ensure that the air sensor detects air ow by
monitoring connection 14.

Pre-purge

The combustion chamber is ventilated.

Damper motor closes

Following pre-purge, the control unit closes
connection 10. The control unit detects that

the damper motor is in the Low Load mode by
supplying voltage to connection 8 on the control
unit.

Ignition on

The control unit supplies voltage to the ignition
transformer by activating connection 16.

Fuel on The control unit activates the fuel valve by
supplying voltage to connections 17 and 18 as well
as to direct ignition systems.

Burner Lockout
When lockout occurs, the LEDs indicate the cause. The control unit status is
saved in the memory, even in the event of a power outage. By pressing the

manual reset button on the control unit or remote reset.

11.

12.

13.

14.

Flame indication

Ignition transformer turns off. The ame signal is
tested during this stage. If no ame is detected,
the burner enters Lockout mode.

Operating mode

Once a ame is stable, the control unit transitions
to Operating mode. There must be a ame signal.
Voltage is supplied to connection 20.

Shutdown

Shutdown occurs when the heating requirement
is met and power is cut off to the operating
thermostat connection 5 . The control unit closes
the fuel valves by cutting off power to outputs

18 and 20. The fan post-purges the combustion
chamber.

Lockout

The control unit enters lockout mode when an
internal or external fault is detected. The reset
button and the remote-reset connection can be
used to disable Lock mode. However, the control
unit will revert to lockout mode if the fault is not
recti ed.

17261570  201022/2



A dN?20d¥d4 90a

\HNS Adl HIM |

‘walsAs Ajddns |jany ayl »0ay) "dn-ueis Bulnp
)| sem

NdMAHMHD HAdAV HXM M4dHSAOT \OOAXA16 a3d z z SSO13INVT4 9T
*10INQUISIP/I8|[8Sal 19BIU0YD HUN |0J3U0D By} ade|day a3y z z z z d31iv4d 1s31L NdD GT
*10INQUISIP/I8][8Sal 19BIU0YD "HUN |03U0d By} ade|day a3y z z z 40443 ¢d3NIL 4

(zH09/05) eseyd
ajbuis e uo Buluuni sI Wa1SAs ayl ains saxew pue Buljgqed X28yd a3y z z z 1NdNI 0Yd3 oNIav3y T
40443
*10INQISIP/I8||8Sal 10BIU0D “HUN [013U0 BY] ade|day a3y z z 3ONINOIS NVEO0Hd et
*10INQLISIP/I8|[9Sal 19BIUOYD HUN |03U0D By} ade|day a3y z z z 1S31 Avd T
d0ody3 I0N3INO3S
110INQLISIP/IB|[8S8] 10BIU0D "HUN [0U0D 8y} 8oe|day a3y z z NVYHO0dd NIVIN (0]
*10INQLISIP/Ja]|@Sal 19BIUO0D “luN [0J1U0D 3yl ade|day a3y z 4 17NV4 NOILVSINOI 6
‘paunald-1oys
Sey 19]|0J1U0D 3J0Wal dY} 10 18S9y d10wWay passaid sey Jasn ayL a3y z 13S34 I1ONTY 8
'sisisiad ney ays JI loingLasip d0d43
/18]|9S81 19BIU0D "uoieIado [BWIOU SNUNUOI 0} WBISAS ay} 18S9y a3y z z z NOILYDINNININOD TYNYILNI /
"10INQLISIP/ID][3S34 JORIUOD HUN [04U0D BY) de|day a3d z z 17NVv4 1IND4dI0 NOILVSINOI 9
*019 ‘Buliged ‘1010919p
NdHM4d dHMAVA HXM MdHSAO® AAYO HdJdaAo( a3y z z SSO1 JAVTd NOILVSINOI S
«(zH09/09)
aseyd aul| 9)buis © uo Buluuni sI WaISAS ayl ains sayew pue Bulged
NoayD ‘Aressadau usym pajosiap abeyjoA ou 10 ‘aul) 1981109Ul
3Yl1e 6T 40 ‘ST /T ‘9T [eulwial Je abeljon paloalap walsAs ayl, a3y z d0dd3 DILSONSDVIA 14
uonelado
Jauing Buunp eubis Josuas Jie 8y} Jo SSo| 10 ‘awn A1ages ayl Jo
pua ay) Aq pa10a1ap ag 10U pinoI [T uondauuod] [eubis 10Suas Iy a3y z z HOSN3S dIvV e
"YD1IMS 18S8J BAI103J8P 10 IN0XD0|/18Sal [enuewl pajeiul-1asn a3y z 13S34 TvOO01 4
'uo pauJn} S| Hun ay) usym 137INI NDIN
sindino pue sindul Jo snjels 1991109 ainNsug "loia onsoubelp feniu) a3y 4 NIVIN "dO¥¥3 DILSONDVIA T
NOQI
Jadwrep | Jadwep
snlels | sweld uoniubj omny pseso[D | usdo ueH NO = 2zd37 NOILvd3do

201022/3

172 615 70



M NHAOHA ZdY

dHMY® NIdMdHM

M dN?0¥4 90a

‘sisislad ey ayy

JI JoINQLISIp/J9|[@Sal 19'IU0D “HUN |04IUO0I JO 18S3J aIeM)OS [eulalu] a3y 13534 34VMLH0S 6€
'sysisiad Jney} ayp
JI J0INQISIP/IB|[9Sa4 19BIUOD "JUN [0JJUOD JO 19SaI SIeMYOS [eulaju] a3y 13S34 TYNY3LNI 8¢
‘YOUMS BARA
[2n} Jo/pue J10SUaS e 3yl 328y “Buliged ayl 3299y "1S81 8InNso|d
N1 dNYINHS M HOIAOX AAZ dHMA\A HM. a3y S1NdNI 3NIL ONILIVM L€
‘s)sislad ey ayy
JI 10INQLISIP/I8||9Sal 19BIU0D HUN [0JIUOD JO 19SaI SIeMYOS [eulalu] a3y 13S3H IHVYMLHO0S 9
'sysisiad ney} ayp
1 10INQHISIP/19|[9Sa4 19BJU0D "JUN |OJUOD JO 19S31 SIeMYOS [euldlu] a3y 13S3d TYNY3LNI g€
a3d a3sn LON e
HOodd \390am9 01 9HM4dHMHSO HdAyY HAOA( a3d JAVT1d 3STVd AGANVLS €€
3dOIN TOHLNOD
‘passed awi uoieAnoR aNUIW-0E a3y d04 d3a3a3aox3 LINIT INIL ce
‘sysisiad 3ney ay) 4 10INQLISIP/I8||9Sal
10BU0D "¢ PuUe €7 S[eullal usamiaq HndlId-Hoys [eulslxs 9|qissod a3d 11NDHID-LH4OHS NOILVSINOI 1€
*10INQLISIP/I8|[8Sal 19BIU0D "HUN |03U0D 8y} ade|day a3y H0dd3 WOY 0€
D, 0/ dA0QE 10 D, Ot- MO|aq aintetadwa) ualquiy a3y FANLVAIdNTL INJIGNY 6¢
a3sn LON 8¢
a3sn LON yx4
*10INQUISIP/I9||9Sal 19BIU0D “HUN [013U0I BY) dde|day a3y 171NV4 TVYNY3LNI 9¢
*10INQLISIP/I8||9Sal 19BIU0D HUN [013U0I BY) dde|day a3y d04dd3 Nvd 14
‘Wo1SAS NOILVHd3dO
HO HdAV HMYM N4HM® 070344 HYM NdHM® a3y ONIFINA SSO1 INVTL 144
*10INQIISIP/IB||9Sal 19BIU0D UN |01U0d By} ade|day a3y 40443 NOd €ec
*10INQIISIP/Ia||9Sal 19BIU0D JUN |0J1U0d By} ade|day a3y 1S31 4713S (44
110INQLISIP/IB||8S81 10BIU0D "HUN [0U0D 8y} 8oe|dey a3y AV13Y AL34VS d3aTIM 12
‘wialsAs Ajddns [any ay »0ayD "dn-ueis Bulnp 1|
sem
NdMAHMHD HAdAY HXM M4dHSAOT \OOAXA16 a3d SSO13AVId (014
"pasoo Ajiny 89 jJou Aew sanjen ayL “Buijged aafeA [an} 393yD a3y N3dO IATVA 13N 6T
loNqLisIp/ia)[@sal 1981U0D "JiuUn |01U0d 3y} ade|day a3y 171NV AV AL3HVS 8T
(zH09/09)
aseyd a|buls e uo Buluunl sI WalsAS ayl ains sayew pue Buljged
¥oayD "Aressadau usym pajoaiap abeyoA ou 10 ‘au) 1981109Ul
8l 1e 6T J0 ‘8T ‘LT ‘9T [eulwid) Je abeljon pajoslap walsAs ay L a3y 11Nv4 319vO0 LT

201022/4

172 615 70



Hddyvy

O
IMM NdHM%® OY

COIM
IMM NdHM® OH

aAH MOHT4.XA H

aAH MOHT4.XA H

AH MOHT4_.XA H

aAH MOHT4.XA H

*10INQIISIP/IB||9Sal 19BIU0D "JUN |0JIU0D By} ade|day a3y 171NVv4 TVNH3LNI €9
HX¥M 90d NYMAdHMHSD HdAY HYM OHHZMH3
AN HAQHN40' HJAY HXM dM HAYOd ddM NIMAHMHOD Hdao( a3y JAVTd AN ONOYLS 29
"awin 1994100ul Je uado aAfeA [an4 a3y N3IdO INTVA 13aNd 19
on1s S| uonng 18sal 8y} J0 ‘SPU0IaS
0T ueyl alow 1o} ul passaid usag sey uonng 1asal [ed0] ay L a3y 13S34 TvOO01 09
1IN0
110INQLISIP/I8|[8S81 10BIU0D HUN |0.3U0D By} 8de|day a3y -LJOHS 3170d LNIDVrav 6S
IMNAH MOHT4d. XA HNXAOH 90ad rO1703dd4 NdHM® HCAMOYA
0OU J0 ‘awi} 1981100Ul Y} Je g [eulwsl 1e abe)jon pajosap waisAs ay L a3y ONIAV3Y MOovda33ad NIdOo 85
MNAH MOHT4.XA HNXAD) NIdM4dHMHO HJAY
TMTOCT M NEd1NS OSHMAHMHSO HdAy HAOA( a3y IV STV NOILVYSINOI LS
MNAH MOHT4.XA HNXAD) NIMAHMHOD HJAVY
TMTOCT 3M NE1INS OSHMAHMHD HdAVv HAOA( a3y JAVTd 3STVE AN 9S
A3LdNYYILNI
“loinguisip/is||asal 19ejuo) ‘lun [0J1U0d ayl wom_awm a3y SOI1LSONS9DVIA 1]
NXAOH 90d r0103dd N4dHM® HCAMOYA d0
10 ‘swin 1081100U1 8} Je 8T [eulwlia) e abeljoA palosIep walsAs ay L a3y MOvaa33ad aNIvia ¥S
“Jojow Jadwep ayl %08y ‘Bulged sy 328yd a3a3a3aox3 LINIT
'saInuIW QT Ueyl alow Jo} Jojow Jadwep ay) Wolj 3oeqpas) Jo SSo a3ay MOvaa3a3d INIL ONILIVM €g
NXAOH 90d r0103dd N4dHM® HCAMOYA d0
10 ‘awi} 1084100U1 BY} 1B BT [eulw.d) Je abe)joA paloslap WalsAs ayL a3y MOvda3a3ad dNIVIN 4]
NXAOH 90d r0103dd NdHM® HCAMOYA d0
10 ‘awi 1081100U1 8} e /T [eulwa) e abeljoA pa1osIsp walsAs ay L a3y Movdaa3a3d 101id TS
NXAOH 90d r0103dd N4dHM® HCAMOYA d0
10 ‘awi} 108.1409Ul BY} Je 9T [eulwla) Je abe)jon pajoslap WwaisAs ayL a3y MOv9Aa334 NOILINDI 0S
110INQLISIP/I|[8SB1 10BIUOD HUN |0U0D B} 8de|day a3y 17NV TVNY3LNI 67
110INQLISIP/I8|[8S81 10BIUOD HUN |0U0D B} 8de|day a3y 11NV TVNY3LNI 8
110INQUISIP/I8|[8S81 10BIUOD HUN |0U0D By} 8de|day a3y ALTNV4 NOILD313A AN Ly
"sisisiad 3ney ayp 41 J0INQLISIP/IB|19S3I 10BIU0D “J1amod surew 3o8yD a3y JOYY3 IOVLI0NA MO or
"sisisiad 3ney ayp 41 J0INQLISIP/IB|19SaI 10BIU0D “J1amod surew 308y a3y JO¥Y3 IOVLI0NA MO 1%
*10INQUISIP/I8||@Sal 19BIUO0D "HuN [01U0D By} ade|day a3y d04dd3 ¢43NIL 144
N3ZOod4
*10INQIISIP/IB||[9Sal 19BIU0D "JUN |0JIU0D By} ade|day a3y ANVHO0dd T1041NOD 174
N3ZOouA
"A1010B)/10INQUISIP BY1 19BIU0D “NUN |0J1U0D B soe|day a3y NVYD0dd T04LNOD 44
‘sisisiad
1ney 8yl JI 10INQLISIP/I9]|9Sal 198IU0D "NUN [041U0D 8y} 8de|day a3y 13S3Y IHVYMAUVYH 144
‘sisisiad
1ney syl JI 10INQUISIP/Ia]|8SaJ 10BIU0D JIUN |0U0D 3Y) doe|day a3y 13S3Y IHVYMAUVYH (014

201022/5

172 615 70



13. Troubleshooting

Gas Burner

Conditions favourable to disruption-free operation of the system can only be
guaranteed through the interaction between three factors — electricity, gas ow and
combustion air. A change in any of these factors may cause disruptions.

It has been shown that a large proportion of disruptions can be attributed to
relatively small things. Therefore, before requesting servicing, you should ascertain
the following:

Are the system’s gas taps open?

Are the fuses intact and is the power on?

Are control devices (room thermostat, boiler thermostat, etc.) correctly set?
Is gas pressure to the burner suf cient?

Are the burner controls on standby and not locked?

Is air supply to the burner adequate?

o g s wDNPRE

Cause of fault Action

No gas. Make sure all gas taps are open.

Burner motor does not start. Motor protection has tripped. Motor faulty.

Burner motor running, no ignition spark at the end of
pre-aeration:

Ignition electrodes in contact with each other or earth. Adjust.

Poor connection to cable connectors. Adjust connection.

Transformer damaged, no power to secondary winding. Replace the transformer.

No ame propagation:

Gas solenoid valve does not open despite having power. Replace solenoid valve terminals, or entire valve.
No electrical connection through air pressure gauge. Check the air pressure gauge’s settings and
functions.

Burner control faulty Replace

No acknowledgement signal due to incorrect adjustment or  Check the settings and realign.
misalignment of the control motor cams.
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Burner trips after safety time limit despite ame propagation:
No ionisation current or UV cell incorrectly positioned.

Burner control monitor faulty.
Voltage lower than 185 V.

Ignition electrodes disrupting ionisation current.

Poor earth connection.
Phase and neutral swapped around.

Burner trips during pre-aeration:
Air sensor faulty or incorrectly set.

Ignition load incorrectly set.

Gas pressure too low.

Pulsations at start-up:
Ignition electrodes incorrectly set.
Gas pressure too high.

Flue gas side blocked.

Burner pulsates during operation:
Burner incorrectly set.

Burner dirty.

Incorrect chimney.

Burner functioning properly but with occasional blockage:

lonisation current too low.

UV cell incorrectly positioned.
Voltage drop at certain times.

Incorrectly set or faulty air sensor.
Ignition electrode overload.

Burner control ambient temperature too high.

Ignition spark too weak.

Poor combustion:

Poor draught conditions.

Flue gas temperature too high.

CO, content too low.

Adjust ionisation electrode and UV cell
Check cables and connectors.

Replace burner control.
Contact an electrician.

Adjust ignition electrodes. Re-polarise the
transformer.

Ensure adequate earth connection.

Check wiring diagram and change
accordingly.

Increase/decrease air setting. Reduce air
volume.

Increase/decrease gas supply Reduce
air ow.

Increase pressure. If necessary, contact gas
supplier.

Adjust .
Check and adjust using pressure gauge and
pressure control valve.
Check the chimney ue.

Adjust.
Clean the burner.
Check and modify dimensions if necessary.

Check. Must be at least 6 pA, but should
ideally lie between 8 and 20 pA.
Adjust.

Must not drop below 15% of rated voltage.
Contact an electrician if necessary.

Check the settings and reset, or replace.
Replace.

Insulate for heat, Max. 60 °C.
Check the transformer.

Check the chimney.

Boiler overloaded Decrease the gas volume,
sweep the chimney if necessary.

Choke the air supply. Check the boiler for
any leakages. Choke the draught if too high.



CO content too high:

Surplus air when using natural gas and lique ed petroleum
(propane, butane).

Poor air supply.

Holes in gas nozzle clogged.

Poor fresh air intake.

Flame at incorrect angle due to combustion head out of position.

Condensation build up in boiler and chimney:
Flue gas temperature too low or gas volume too low.

Choke the air supply.

Open the air supply. Check ue gas damper.
Clean.
Check and increase.

Check the combustion head and readjust.

Raise the ue gas temperature by increasing
gas volume Insulate the chimney.



14. General instructions for gasburners

14.4.1 Installation

1. Follow standards and instructions applicable to the
installation of gas burners.

2. Ensure that the electric installation is made in accordance
with existing regulations.

3. Check that the fresh air intake of the boiler room is
suf ciently dimensioned.

4,  Check by studying the data plate that the ef ciency of the
burner is adapted to the boiler output.

14.4.2 Maintenance

General instructions
1. Keep the boiler room clean.

2. Ensure that the fresh air intake of the boiler room is not
restricted.

3. Switch off the current and shut off the gas supply if the
burner must be withdrawn from the boile.r

4. Do not use the boiler for burning paper and waste if there
is no special arrangement (' re room ) for this.

14.4.3 If the burner has stopped

1.  Press the reset button of the relay.

2. Check that the max. thermostat has not cut out.
Check other thermostats for example room ther mostat,
if any.

4.  Check that the gas pressure to the burner is suf cient.
Check that the electric fuses have not blown.

Make a new attempt to start the burner and check the
counter of the gas meter to nd out whether the solenoid
valve opens.

7.  If the burner does not start in spite of repeated starting
attempts call the installer.
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5.  Check that the burner is adapted to the gas quality in
question.

6 Check that the input pressure of the gas is correct.
7 Check that the dampers of the boiler are open.

8.  Check that there is water in the system.

9 Check that thermostats etc. are correctly adjusted.

10. Read the instructions and follow the directions given for
the burner as to starting-up and service.

Normal operation

1.  Ensure that the air supply to the burner is not obstructed
by dust and dirt.

2. Have the installer make a yearly overhaul of the installation
so that safety is not jeopardized.

3. Have the installer at the yearly overhaul also adjust the
burner to ensure optimal combustion economy.

4.  Check periodically that there is water in the system ( |l
up if necessary ) and that thermostats etc. are normally
adjusted.

5.  Ensure that there is no water or dampness in contact with
the burner.

14.4.4 Shut-Off

1. Switch off the current with the main switch.

2. Shut-off the gas supply with the shut-off cock on the
burner.

14.4.5 Warning

1.  Never keep your face in front of the re room door when
starting up the burner.

2. Do not use naked ame when inspecting the re room.

Authorized installer::
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Installation Boiler
Name: Type: Ef ciency kKW:
Address: Burner
Type: Ef ciency kW:
Installed by: Date:
Date
Nm?® gas/h Governor CQ CcO Fluegas | lonisation Pressure Ef ciency
t t - -
emp | curren Fire | Chimney
room
Measu-
rement Before | After % % °C nA mbar mbar %
Small
Flame
Large
Flame
Measures
Date
Nm?3 gas/h Governor CQ CcO Fluegas | lonisation Pressure Ef ciency
temp | current Fire | Chimney
room
Measu
rement Before | After % % °C HA mbar mbar %
Small
Flame
Large
Flame
Measures
Date
Nm? gas/h Governor CQ CcO Fluegas | lonisation Pressure Ef ciency
temp | current Fire | Chimney
room
Measu
rement Before | After % % °C uA mbar mbar %
Small
Flame
Large
Flame
Measures
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